
 

¶ ¢ƘŜ aƻŘŜƭ пΦл-t[/ ƛǎ ŀ ŦǳŜƭ    
ǇƻƭƛǎƘƛƴƎ ǎȅǎǘŜƳ ǘƘŀǘ               
ŀǳǘƻƳŀǝŎŀƭƭȅ ǊŜƳƻǾŜǎ ǿŀǘŜǊ 
ŀƴŘ ŘŜōǊƛǎ ǘƻ ǇǊŜǾŜƴǘ ōŀŎǘŜǊƛŀƭ 
ƎǊƻǿǘƘ ŀƴŘ ǳƴŜȄǇŜŎǘŜŘ ŜƴƎƛƴŜ 
ǎƘǳǘ ŘƻǿƴΦ 

¶ ! ǎǘŀƴŘ ŀƭƻƴŜ ǎȅǎǘŜƳ ǘƘŀǘ Ŏŀƴ 
ōŜ ǳǎŜŘ ƻƴ ŘƛŜǎŜƭ ŦǳŜƭ ǎǘƻǊŀƎŜ 
ǘŀƴƪǎ ǿƛǘƘ ŎŀǇŀŎƛǝŜǎ ǘƻ млΣллл 
ƎŀƭƭƻƴǎΦ  

¶ Lƴ ƻǇŜǊŀǝƻƴ ǘƘŜ ǎȅǎǘŜƳ         
ǾŀŎǳǳƳǎ ƅǳƛŘ ŦǊƻƳ ǘƘŜ ǎǘƻǊŀƎŜ 
ǘŀƴƪ ōƻǧƻƳΣ ǊŜƳƻǾŜǎ ǿŀǘŜǊ 
ŀƴŘ ŎƻƴǘŀƳƛƴŀǘŜǎ ǘƘŜƴ ǊŜǘǳǊƴǎ 
ǘƘŜ ŎƭŜŀƴ ŘǊȅ ŦǳŜƭ ōŀŎƪ ǘƻ ǘƘŜ 
ǘŀƴƪΦ 

¶ ¢Ƙƛǎ ǎȅǎǘŜƳ Ƴŀƛƴǘŀƛƴǎ ŀ         
ŎƻƴŘƛǝƻƴ ŜȄŎŜŜŘƛƴƎ ǘƘŜ ŜƴƎƛƴŜ 
ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ  ŎƭŜŀƴƭƛƴŜǎǎ    
ƭŜǾŜƭǎ ƻŦ L{h ǇŀǊǝŎƭŜ ŎƻŘŜ 
муκмсκмоΦ 

PLC/HMI  

Touch Screen Controller:  

¶ Controller will set filtration cycle 
time 

¶ High separator water alarm 

¶ Change primary filter alarm 

¶ Change secondary filter alarm 

¶ Fluid leak alarm 

¶ System operating 

¶ Underwriters Laboratory 508A 
Listed 

¶ Modbus ready 

 

Stainless Fuel/Water Separator: 

First phase 3 micron spin-on filter 

Second phase Micro-Glass (jet fuel 

type) Coalescer removes tiny water 

droplets of free and emulsified    

water from fuels by causing the 

droplets to grow larger until        

contained in a water trap. 

The third phase utilizes a water re-

pellant Teflon screen to keep the 

water from flowing with the fuel.  

The water is removed to less than 

50 parts per million as recommend-

ed by engine manufacturers. 

Powder coated aluminum enclosure 

W31ò x D13ò x H35ò 

 

Fuel Pump: 

Industrial positive displacement 

gear pump rated at four gallons 

per minute, 100% duty cycle. 

Self priming pump lifts 16 feet 

and  features a 115/230 Volt 

60Hz 1PH  Motor 

SKU 100053 

 

System Options: 

¶ Heated filter housings 

¶ Tank Mounting Installation kits 

¶ Telescopic fuel pickup 

¶ HEATED HOUSING 
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DIESEL FUEL STORAGE  

WATER is diesel fuelôs worst enemy: 

A critical power systems reliability is only as good as the condition of its fuel. 

Virtually all diesel fuel contains some moisture. Additional water builds in tanks as atmospheric moisture             

condenses. Moisture can accumulate in diesel tanks as condensate droplets on exposed tank surfaces, as         

dissolved water in the fuel, and as water bottoms beneath the fuel. Microbes depend on this water for growth. 

Water in diesel fuel becomes a breeding ground for filter clogging bacteria and fungus. 

Without proper removal, sitting water can become a veritable Petri dish in your fuel storage tank. 

ANNUAL TANK CLEANING MAY NOT BE THE ANSWER TO SAFE FUEL: 

Under ideal conditions, with water present, bacteria can double in size & divide in ñtwoò every 20 minutes, onset of 

a serious infestation can be a matter of just weeks. 

A SIMPLE SOLUTION: 

Remove fuel tank wateré..Bacteria can not live without water. 

The Fueltec Model CF4.0 operating just 6 hours per day will keep up to 10,000 gallons of #2 diesel clean 

and dry. 

 

FLUID PICKUP TUBE NEAR TANK BOTTOM 

RETURN TO TANK PIPE 

FUEL STORAGE TANK 

SUPPLY PIPE 

NOTE: 

FLUID PICKUP MUST BE VERY CLOSE TO 

STORAGE TANK BOTTOM TO REMOVE 

WATER. IF ANY WATER REMAINS ON THE 

TANK BOTTOM, FILTER CLOGGING      

BACTERIA CLUSTERS WILL FORM AND 

GROW 

É2020 Nutec2 All Rights Reserved                 

Design subject to change without notice 



 

É2017 Nutec2 All Rights Reserved                 

Design subject to change without notice 

               

SWING BOLT  

 

 

 

 

STAINLESS STEEL      

WATER SEPARATOR  

HOUSING 

 

WATER  SENSOR 

WATER  TRAP 

WATER DRAIN 

VALVE 

 

 

DRIP TRAY 

 

DISCONNECT 

HMI/PLC TOUCH 

SCREEN 

 

 

 

 

 

FUEL INLET 

VALVE 

 

PRIMARY FILTER  

 

 

BRONZE FUEL 

PUMP 115/230V 

MOTOR 

LEAK             

DECTECTOR 

Teflon coated hydrophobic water 

separator prevents water from 

traveling with the fuel 

Micro-glass coalescer causes 

tiny water droplets to increase in 

size so they will not pass 

through the water separator 

PANEL MOUNT 

WITHOUT ENCLOSURE 
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FIELD INSTALLED VALVES, PIPING, & ELECTRIC 

CF4.0 ONE TANK SYSTEM FREE STANDING OPTION 

RETURN TO TANK 

 

 

 

 

CHECK VALVE 

SYSTEM 

ENCLOSURE 

PRIMING TEE 

115V 1PH 

50/60HZ 

SERVICE 

SUPPLY FROM 

TANK BOTTOM 

SHOWN WITHOUT ENCLOSURE DOOR 

 

SYSTEM ENCLOSURE 31W X 35H X 13D                  

POWDER COATED  ALUMINUM, RAIN 

TIGHT INCLUDED WITH SKU 100053 
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OPTIONAL Flex pickup, Thermal protection, & 

ball check valve #100195  Kit 



 

FLUID PICKUP TUBE NEAR TANK BOTTOM 

RETURN TO TANK PIPE 

FUEL STORAGE TANK 

SUPPLY PIPE 

NOTE: 

FLUID PICKUP MUST BE VERY CLOSE TO 

STORAGE TANK BOTTOM TO REMOVE 

WATER. IF ANY WATER REMAINS ON THE 

TANK BOTTOM, FILTER CLOGGING      

BACTERIA CLUSTERS WILL FORM AND 

GROW 

FLUID PICKUP TUBE NEAR TANK BOTTOM 

RETURN TO TANK PIPE 

FUEL STORAGE TANK 

SUPPLY PIPE 

NOTE: 

FLUID PICKUP MUST BE VERY CLOSE TO 

STORAGE TANK BOTTOM TO REMOVE 

WATER. IF ANY WATER REMAINS ON THE 

TANK BOTTOM, FILTER CLOGGING      

BACTERIA CLUSTERS WILL FORM AND 

GROW 



 

TANK MOUNTED OPTION 

FOR ROUND OR SUB-BASE TANKS 

SKU 100033 

Fueltecôs Proprietary tank mount      

systems can be installed in less than 

one hours time eliminating costly   

installation and piping. 

After installing the telescopic fuel 

pickup tube to the tank, connect the 

systemôs sealed flanges and you are 

done. 

Make a simple electric service    

connection and you are ready to 

polish fuel. 
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